
LE PARTENAIRE ALIMENTAIRE
THE FOOD PARTNER
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Dadaux S.A. - Le Bouchaud - 39800 Bersaillin - Tél. 0384855171 - Fax: 0384855392
www.dadaux.com - E-mail: dadaux@dadaux.com

Tableau de 
commande 
Hachoir Rubis
Control board of rubis mincer

Charnière robuste assurant
un bon maintien en évitant 
la casse du couvercle
Robust hinges insuring a good maintenance
and avoiding damages on the lid

Meat mincer Type 82 CLASSIC
Entirely in stainless steel 18-10 (crank case, body,
propeller, etc…). Monobloc crank case.
No apparent screw, no steel junction, every corners
are rounded. Very easy to clean. Fine brushing
stainless steel. Complies with CE standard.
Dimensions: length 306, width 340, height 510. Large
meat storage.

Refrigerated meat mincer Type RUBIS
Body and storage are refrigerated by a static cold.
Adjustment by electronic thermostat. Hermetic
compressor. single phase 220V.
R134 a. Keyboard control with indicator.

HACHOIRS RÉFRIGÉRÉ RUBIS/82 CLASSIC
Entièrement inox 18-10: carter, corps, hélice, etc. Carter monobloc.
Aucune vis apparente, aucun raccord de tôle, tous les angles sont 
arrondis. Très facile à nettoyer. Finition inox brossé. Encombrement :
largeur 306, profondeur 390, hauteur 560. Réserve de viande impor-
tante. Ø82 mm simple coupe (entreprise) ou double coupe (Unger).
Finition inox brossé fin. moteur 1,5 CV. Débit théorique 300 kg/h - ali-
mentation: Rubis 400 V + N + T. 82 classic 400 V + T. Option: mono-
phasé 230 V. Conformes aux normes CE.

Froid rubis
La réfrigération du corps et de la réserve est assurée par un froid sta-
tique. Réglage par thermostat électronique à affichage digital en façade.
Compresseur hermétique (H.U.) mono 220 V - 134-A. Commandes par
clavier avec témoins.

82 CLASSIC


